SIGIOICIONNOICICIOIOIONNG)

6" VERTICAL CURB, M.A.G. STD. DET. 222, TYPE "A"

6" VERTICAL CURB & GUTTER, M.A.G. STD. DET. 220-1, TYPE "A"

PAVEMENT STRUCTURAL SECTION PER QUEEN CREEK STANDARD DETAIL R-120
TELECOMMUNICATIONS CONDUIT PER QUEEN CREEK STANDARDS

LANDSCAPE AREA - PER QUEEN CREEK ZONING ORDINANCE, ARTICLE 5.3, "LANDSCAPING,
SCREENING AND BUFFER YARD STANDARDS"

TRAIL SYSTEM PER PARKS & REC. DEPT. CURRENT STANDARDS, DETAILS, & REQUIREMENTS
2% CROSS SLOPE (ABSOLUTE MIN. 1.5% / MAX. 2.5% )

RIBBON CURB, M.A.G. STD. DET 220-1, TYPE "B" (MODIFIED PER DETAIL THIS SHEET)

5' SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE

THICKENED PAVEMENT SECTION AT TERMINATION, M.A.G. STD. DET 201, TYPE 'A’

RIW RIW
| 140.0' RIW |
I L}
[} [}
@ | 70.0' RIW 70.0' RIW | @
I I
i 43.0'FICTOFIC . 43.0'FICTOFIC i
8.0 1 19.0 60 120 12.0 13.0' MEDIAN 13.0' 12.0 120 6.0 19.0' i 8.0
P.UE.| LANDSCAPE |BIKE LANE LANE LANE 80 | 80 LANE LANE LANE  BIKE| LANDSCAPE |P.UE.
| ! |
| 6.0 4.0 - |\ -~ 40 6.0 |
! Min.  SW !
| 2% |
USSR $|(ﬁ\/\ ™ a5 1= /’\//\/\///ﬂ\é/
- o
| R |
ROADWAY
¢
NOT TO SCALE o
KEYED NOTES: 7 1200 e
(Not all keyed notes used on all details) /// a0 LT LANE N
. AN
/ MED | 4.0 N
6' MEANDERING SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE /

MEDIAN INTERSECTION DETAIL
WITH 12' LEFT TURN LANE

GENERAL NOTES:

1. ALL DIMENSIONS ARE TO FACE OF
CURB UNLESS NOTED OTHERWISE.

REV. 08/2008

QUEEN CREEK PRINCIPAL ARTERIAL

TOWN OF ROADWAY CROSS SECTION

STANDARD DETAIL

DETAIL NO.

R-101




PBFE®R @O®®®O O

RIW RIW
| 110.0' RIW |
I 1
1 1
@ | 55.0' RIW l 55.0' RIW @
| |
| 30.0' F/IC TO F/C ! 30.0' F/IC TO F/C |
I ® | ® |
8.0' | 17.0' 6.0  12.0' 12.0' MEDIAN 12.0' 120 6.0 17.0' 1 8.0
P.UE.| LANDSCAPE |BIKE  LANE LANE 8.0 | 80 LANE LANE _ BIKE| LANDSCAPE |P.U.E
i | i
| 6.0 4.0 - i\ ~—_ 40 6.0 |
: SW MIN - ® |\ MIN SW :
| 2% L _ 2% . \
TR s R AR | i) =Rl
< S =
TYP T TYP
ROADWAY
G
NOT TO SCALE
KEYED NOTES: P 1200 e
(Not all keyed notes used on all details) 7 LT LANE h

6' MEANDERING SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE

6" VERTICAL CURB, M.A.G. STD. DET. 222, TYPE "A"

6" VERTICAL CURB & GUTTER, M.A.G. STD. DET. 220-1, TYPE "A"

PAVEMENT STRUCTURAL SECTION PER QUEEN CREEK STANDARD DETAIL R-120
TELECOMMUNICATIONS CONDUIT PER QUEEN CREEK STANDARDS

LANDSCAPE AREA - PER QUEEN CREEK ZONING ORDINANCE, ARTICLE 5.3, "LANDSCAPING,
SCREENING AND BUFFER YARD STANDARDS"

TRAIL SYSTEM PER PARKS & REC DEPT. CURRENT STANDARDS, DETAILS, & REQUIREMENTS
2% CROSS SLOPE (ABSOLUTE MIN. 1.5% / MAX. 2.5% )

RIBBON CURB, M.A.G. STD. DET 220-1, TYPE "B" (MODIFIED PER DETAIL THIS SHEET)

MEDIAN INTERSECTION DETAIL
WITH 12' LEFT TURN LANE

GENERAL NOTES:

5' SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE
THICKENED PAVEMENT SECTION AT TERMINATION, M.A.G. STD. DET 201, TYPE 'A’

1. ALL DIMENSIONS ARE TO FACE OF
CURB UNLESS NOTED OTHERWISE.

REV. 08/2008

ROADWAY CROSS SECTION
MAJOR ARTERIAL

TOWN OF
QUEEN CREEK

STANDARD DETAIL

DETAIL NO.

R-102
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R/W R/W
80.0' RIW
40.0' RIW l 40.0' RIW

|l 20.0' F/IC TO F/C ! 20.0' F/C TO F/C i
8.0' i 15.0' 6.0' 12.0' ME[|)|AN 12.0° 6.0' 15.0' i 8.0
P.U.E.| LANDSCAPE |BIKE  LANE 5.0'| 5.0 LANE  BIKE | LANDSCAPE |P.U.E

| f | " 1

| 2'0 o ] — 2'0 ]

| 60 40 SHLD | SHLD 400 60 |

i SW_MIN () MIN SW i

A

ROADWAY
¢

NOT TO SCALE

KEYED NOTES:

(Not all keyed notes used on all details)

6' MEANDERING SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE

6" VERTICAL CURB, M.A.G. STD. DET. 222, TYPE "A"

6" VERTICAL CURB & GUTTER, M.A.G. STD. DET. 220-1, TYPE "A"

PAVEMENT STRUCTURAL SECTION PER QUEEN CREEK STANDARD DETAIL R-120
TELECOMMUNICATIONS CONDUIT PER QUEEN CREEK STANDARDS

LANDSCAPE AREA - PER QUEEN CREEK ZONING ORDINANCE, ARTICLE 5.3, "LANDSCAPING,
SCREENING AND BUFFER YARD STANDARDS"

TRAIL SYSTEM PER PARKS & REC. DEPT. CURRENT STANDARDS, DETAILS, & REQUIREMENTS
2% CROSS SLOPE (ABSOLUTE MIN. 1.5% / MAX. 2.5% )

RIBBON CURB, M.A.G. STD. DET 220-1, TYPE "B" (MODIFIED PER DETAIL THIS SHEET)

5' SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE

THICKENED PAVEMENT SECTION AT TERMINATION, M.A.G. STD. DET 201, TYPE 'A’

: |

/80 120 14.0' 120 6.0’ .

/  BIKE LANE LANE LANE  BIKE \

\

| 70 | 7.0 ‘ 1

1 |

\ 2% 2% /

\\ hy 7N Vd /

. |
\\

~ ROADWAY -

LANE CONFIGURATION FOR FLUSH
MEDIAN CONDITION

GENERAL NOTES:

1.

ALL DIMENSIONS ARE TO FACE OF CURB
UNLESS NOTED OTHERWISE.

REV. 08/2008

TOWN OF

QUEEN CREEK MAJOR COLLECTOR

ROADWAY CROSS SECTION

STANDARD DETAIL

DETAIL NO.

R-103
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RIW RIW
80.0' RIW
40.0' RIW | 40.0' RIW
I
8.0’ A 205 60 12,0 | 1200 6.0 A5 8.0’
PUE.| LANDSCAPE  SHLD LANE | LANE SHLD  LANDSCAPE
|

1.5 1.5

- ®
2%

%

2%

| h :

TYP ROADWAY
¢

NOT TO SCALE

KEYED NOTES:

(Not all keyed notes used on all details)

6' MEANDERING SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE

6" VERTICAL CURB, M.A.G. STD. DET. 222, TYPE "A"

6" VERTICAL CURB & GUTTER, M.A.G. STD. DET. 220-1, TYPE "A"

PAVEMENT STRUCTURAL SECTION PER QUEEN CREEK STANDARD DETAIL R-120
TELECOMMUNICATIONS CONDUIT PER QUEEN CREEK STANDARDS

B OPTIONAL 14' MEDIAN TURN
LANE WHEN WARRANTED BY

|

1

1

i

; P.U.E.
|

i TRAFFIC ANALYSIS.
1

1

A REDUCE LANDSCAPE WIDTH
TO 13.5' WHEN MEDIAN
TURN LANE USED.

~

15 T~
RIBBON .
CURB \

GENERAL NOTES:

LANDSCAPE AREA - PER QUEEN CREEK ZONING ORDINANCE, ARTICLE 5.3, "LANDSCAPING,

SCREENING AND BUFFER YARD STANDARDS" 1.
TRAIL SYSTEM PER PARKS & REC. DEPT. CURRENT STANDARDS, DETAILS, & REQUIREMENTS
2% CROSS SLOPE (ABSOLUTE MIN. 1.5% / MAX. 2.5% ) 2.

RIBBON CURB, M.A.G. STD. DET 220-1, TYPE "B" (MODIFIED PER DETAIL THIS SHEET)
5' SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE

ALL DIMENSIONS ARE TO FACE OF CURB
UNLESS NOTED OTHERWISE.

THE INTENT OF THIS STREET DESIGN IS FOR
USE AS A BACKBONE OR SPINE ROAD IN A
RURAL OR ESTATE RESIDENTIAL
DEVELOPMENT WITH LOW SPEEDS AND
TRAFFIC VOLUMES.

REV. 08/2008

ROADWAY CROSS SECTION
RURAL RESIDENTIAL COLLECTOR

TOWN OF
QUEEN CREEK

DETAIL NO.

STANDARD DETAIL | p.104




R/W R/W
60.0' R/W

30.0' RIW 30.0' RIW

| 18.0' F/IC 18.0' F/IC |

8.0’ 6.0" 12.0'
P.U.E. 12.00 BIKE LANE
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® ® : ® |

12.0' 6.0' 8.0'
LANE BIKE 12.0' P.U.E.

'6.0' 6.0

SW LS
A \ \ A

N el

ROADWAY
¢

NOT TO SCALE
KEYED NOTES:
(Not all keyed notes used on all details)

A A SIDEWALK EASEMENT REQUIRES
6' MEANDERING SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE ENGINEERING MANAGER'S APPROVAL.

6" VERTICAL CURB, M.A.G. STD. DET. 222, TYPE "A"

6" VERTICAL CURB & GUTTER, M.A.G. STD. DET. 220-1, TYPE "A"

PAVEMENT STRUCTURAL SECTION PER QUEEN CREEK STANDARD DETAIL R-120
TELECOMMUNICATIONS CONDUIT PER QUEEN CREEK STANDARDS

LANDSCAPE AREA - PER QUEEN CREEK ZONING ORDINANCE, ARTICLE 5.3, "LANDSCAPING,
SCREENING AND BUFFER YARD STANDARDS"

TRAIL SYSTEM PER PARKS & REC. DEPT. CURRENT STANDARDS, DETAILS, & REQUIREMENTS
2% CROSS SLOPE (ABSOLUTE MIN. 1.5% / MAX. 2.5% )

RIBBON CURB, M.A.G. STD. DET 220-1, TYPE "B" (MODIFIED PER DETAIL THIS SHEET)

5' SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE

THICKENED PAVEMENT SECTION AT TERMINATION, M.A.G. STD. DET 201, TYPE A’

GENERAL NOTES:

1. ALL DIMENSIONS ARE TO FACE OF CURB
UNLESS NOTED OTHERWISE.

2. USE OF THIS SECTION WILL REQUIRE THE
ENGINEERING MANAGER'S APPROVAL.

3. ADDITIONAL WIDENING OF RIGHT-OF-WAY
MAY BE REQUIRED AT INTERSECTIONS.

PROWE®R @EOEO®O

REV. 08/2008

TOWN OF ROADWAY CROSS SECTION DETAL N0
QUEEN CREEK | URBAN RESIDENTIAL COLLECTOR | > ANDARDDETAIL | p.405
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R/W

60.0' RIW
30.0' RIW 30.0' RIW
! 18.0'FIC 18.0'FIC !

80 | 120 12.0 12.0 12.0 1200 | 8.0
PUE| Ls LANE TURNLANE LANE LS |P.UE.
6.0'| 6.0

(6)

ROADWAY
¢

NOT TO SCALE

KEYED NOTES:
(Not all keyed notes used on all details)

SIGICICIONNOIOIOIOIONO

6' MEANDERING SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE

6" VERTICAL CURB, M.A.G. STD. DET. 222, TYPE "A"

6" VERTICAL CURB & GUTTER, M.A.G. STD. DET. 220-1, TYPE "A"

PAVEMENT STRUCTURAL SECTION PER QUEEN CREEK STANDARD DETAIL R-120
TELECOMMUNICATIONS CONDUIT PER QUEEN CREEK STANDARDS

LANDSCAPE AREA - PER QUEEN CREEK ZONING ORDINANCE, ARTICLE 5.3, "LANDSCAPING,
SCREENING AND BUFFER YARD STANDARDS"

TRAIL SYSTEM PER PARKS & REC. DEPT. CURRENT STANDARDS, DETAILS, & REQUIREMENTS
2% CROSS SLOPE (ABSOLUTE MIN. 1.5% / MAX. 2.5% )

RIBBON CURB, M.A.G. STD. DET 220-1, TYPE "B" (MODIFIED PER DETAIL THIS SHEET)

5' SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE

THICKENED PAVEMENT SECTION AT TERMINATION, M.A.G. STD. DET 201, TYPE'A’

GENERAL NOTES:

1.

ALL DIMENSIONS ARE TO FACE OF CURB
UNLESS NOTED OTHERWISE.

USE OF THIS SECTION WILL REQUIRE THE
ENGINEERING MANAGER'S APPROVAL.

ADDITIONAL WIDENING OF RIGHT-OF-WAY
MAY BE REQUIRED AT INTERSECTIONS.

REV. 08/2008

TOWN OF ROADWAY CROSS SECTION
QUEEN CREEK INDUSTRIAL COLLECTOR

STANDARD DETAIL

DETAIL NO.

R-106




R/W R/W
| 50.0' R'W |
! | !
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8.0' 15.0' ' 15.0' 8.0'
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VP (%) /
ROADWAY
¢
NOT TO SCALE

KEYED NOTES:
(Not all keyed notes used on all details)

6' MEANDERING SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE

6" VERTICAL CURB, M.A.G. STD. DET. 222, TYPE "A"

6" VERTICAL CURB & GUTTER, M.A.G. STD. DET. 220-1, TYPE "A"

PAVEMENT STRUCTURAL SECTION PER QUEEN CREEK STANDARD DETAIL R-120
TELECOMMUNICATIONS CONDUIT PER QUEEN CREEK STANDARDS

LANDSCAPE AREA - PER QUEEN CREEK ZONING ORDINANCE, ARTICLE 5.3, "LANDSCAPING,
SCREENING AND BUFFER YARD STANDARDS"

2% CROSS SLOPE (ABSOLUTE MIN. 1.5% / MAX. 2.5% )

RIBBON CURB, M.A.G. STD. DET 220-1, TYPE "B" (MODIFIED PER DETAIL THIS SHEET)
5' SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE

THICKENED PAVEMENT SECTION AT TERMINATION, M.A.G. STD. DET 201, TYPE 'A’

SIGICIOIONNOIOICIOIONS!

TRAIL SYSTEM PER PARKS & REC. DEPT. CURRENT STANDARDS, DETAILS, & REQUIREMENTS

GENERAL NOTES:

1. ALL DIMENSIONS ARE TO FACE OF CURB
UNLESS NOTED OTHERWISE.

REV. 08/2008

TOWN OF

QUEEN CREEK URBAN LOCAL

ROADWAY CROSS SECTION

STANDARD DETAIL

DETAIL NO.

R-107
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¢

NOT TO SCALE

KEYED NOTES:
(Not all keyed notes used on all details)

@ 6' MEANDERING SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE

@ 6" VERTICAL CURB, M.A.G. STD. DET. 222, TYPE "A"

@ 6" VERTICAL CURB & GUTTER, M.A.G. STD. DET. 220-1, TYPE "A"

@ PAVEMENT STRUCTURAL SECTION PER QUEEN CREEK STANDARD DETAIL R-120

@ TELECOMMUNICATIONS CONDUIT PER QUEEN CREEK STANDARDS

@ LANDSCAPE AREA - PER QUEEN CREEK ZONING ORDINANCE, ARTICLE 5.3, "LANDSCAPING,
SCREENING AND BUFFER YARD STANDARDS"

@ TRAIL SYSTEM PER PARKS & REC. DEPT. CURRENT STANDARDS, DETAILS, & REQUIREMENTS

2% CROSS SLOPE (ABSOLUTE MIN. 1.5% / MAX. 2.5% )

@ RIBBON CURB, M.A.G. STD. DET 220-1, TYPE "B" (MODIFIED PER DETAIL THIS SHEET)

5' SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE

@ THICKENED PAVEMENT SECTION AT TERMINATION, M.A.G. STD. DET 201, TYPE A’

- 15~
12,0 RIBBON
LANE CURB

I
\
/ | \
| m |
| S S S
\ - /

\ /
\ /
~ ROADWAY  MODIFIED RIBBON CURB 7/

" 7
~N
~

GENERAL NOTES:

1. ALL DIMENSIONS ARE TO FACE OF CURB
UNLESS NOTED OTHERWISE.

REV. 08/2008

TOWN OF ROADWAY CROSS SECTION

QUEEN CREEK

RURAL, ESTATE, & SUBURBAN DEV. TYPE 'A"' LOCAL

STANDARD DETAIL

DETAIL NO.

R-108
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NOT TO SCALE

KEYED NOTES:
(Not all keyed notes used on all details)

@ 6' MEANDERING SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE

@ 6" VERTICAL CURB, M.A.G. STD. DET. 222, TYPE "A"

@ 6" VERTICAL CURB & GUTTER, M.A.G. STD. DET. 220-1, TYPE "A"

@ PAVEMENT STRUCTURAL SECTION PER QUEEN CREEK STANDARD DETAIL R-120

@ TELECOMMUNICATIONS CONDUIT PER QUEEN CREEK STANDARDS

@ LANDSCAPE AREA - PER QUEEN CREEK ZONING ORDINANCE, ARTICLE 5.3, "LANDSCAPING,

SCREENING AND BUFFER YARD STANDARDS" GENERAL NOTES:
(7) TRAIL SYSTEM PER PARKS & REC. DEPT. CURRENT STANDARDS, DETAILS & REQUIREMENTS  ;{  Al| DIMENSIONS ARE TO FACE OF CURB
2% CROSS SLOPE (ABSOLUTE MIN. 1.5% / MAX. 2.5% ) UNLESS NOTED OTHERWISE.

@ RIBBON CURB, M.A.G. STD. DET 220-1, TYPE "B" (MODIFIED PER DETAIL THIS SHEET)
5' SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE
@ THICKENED PAVEMENT SECTION AT TERMINATION, M.A.G. STD. DET 201, TYPE 'A’

REV. 08/2008

TOWN OF ROADWAY CROSS SECTION DETAL N0
QUEEN CREEK | SUBURBAN DEV.TYPE'B'LOCAL | 1 ANDARDDETAIL ) g9
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NOT TO SCALE

KEYED NOTES:
(Not all keyed notes used on all details)

6' MEANDERING SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE

6" VERTICAL CURB, M.A.G. STD. DET. 222, TYPE "A"

6" VERTICAL CURB & GUTTER, M.A.G. STD. DET. 220-1, TYPE "A"

PAVEMENT STRUCTURAL SECTION PER QUEEN CREEK STANDARD DETAIL R-120
TELECOMMUNICATIONS CONDUIT PER QUEEN CREEK STANDARDS

LANDSCAPE AREA - PER QUEEN CREEK ZONING ORDINANCE, ARTICLE 5.3, "LANDSCAPING,
SCREENING AND BUFFER YARD STANDARDS"

TRAIL SYSTEM PER PARKS & REC. DEPT. CURRENT STANDARDS, DETAILS, & REQUIREMENTS
2% CROSS SLOPE (ABSOLUTE MIN. 1.5% / MAX. 2.5% )

RIBBON CURB, M.A.G. STD. DET 220-1, TYPE "B" (MODIFIED PER DETAIL THIS SHEET)

5' SIDEWALK, M.A.G. STD. DET. 230, CLASS "B" CONCRETE

THICKENED PAVEMENT SECTION AT TERMINATION, M.A.G. STD. DET 201, TYPE 'A’

PRPE®R @O®E®O

B OPTION FOR SIDEWALK ON ONE SIDE OF STREET
OR NO SIDEWALK. APPLICABILITY DETERMINED
UPON INDIVIDUAL PROJECT REQUIREMENTS AND
CONDITIONS.

A OPTIONAL SIDEWALK EASEMENT.
APPLICABILITY DETERMINED UPON INDIVIDUAL
PROJECT REQUIREMENTS AND SITE
TOPOGRAPHIC CONDITIONS.

GENERAL NOTES:

1. ALL DIMENSIONS ARE TO FACE OF CURB
UNLESS NOTED OTHERWISE.

2. USE OF THIS SECTION WILL REQUIRE THE
ENGINEERING MANAGER'S APPROVAL.

REV. 08/2008

TOWN OF ROADWAY CROSS SECTION

QUEEN CREEK

HILLSIDE DEVELOPMENT - LOCAL

STANDARD DETAIL

DETAIL NO.

R-110
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NOT TO SCALE
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REV. 08/2008

FRONTAGE ROAD DESIGN

STANDARD DETAIL

DETAIL NO.

R-111




LARGER TO ALLOW FOR SPECIAL UNIT

| DESIGN AND INCREASED SETBACKS.
2. PROVIDE OPEN SPACE RELIEF AT THE END

L m LI 1. CORNER AND END LOTS SHOULD BE MADE

OF THE CUL-DE-SAC WHEN ADJACENT TO
IJ:| ARTERIAL AND COLLECTOR ROADS.

3. ALLOW FOR LANDSCAPE ISLANDS IN
CUL-DE-SAC BULB.

@ @ 4. SUBDIVISION PERIMETER WALLS SHOULD
OPEN UP TO THE ARTERIAL AND

COLLECTOR ROADS AT THE ENDS OF THE
CUL-DE-SAC.

5. USE STREET CROSS SECTION STANDARD
DETAIL DESIGN (R-107, R-108, OR R-109)
PER STAFF RECOMMENDATION.

600" MAX. LENGTH
OR 1500' MAX. LENGTH IF
@ ALL LOTS FIRE SPRINKLED
____4-—|——
STREET

REV. 08/2008

TOWN OF
QUEEN CREEK

CUL-DE-SAC ROAD DESIGN

REQUIREMENTS STANDARD DETAIL

DETAIL NO.

R-112




PAVEMENT STRUCTURAL SECTION

(SEE NOTE 2)
TOQC SURFACE BASE UNTREATED
STANDARD STREET CLASSIFICATION COURSE COURSE BASE
DETAIL (DEPTH) (TYPE) | (DEPTH) (TYPE) | (MINIMUM)
R-101 PRINCIPAL ARTERIAL (SzE"E/L'gf'ES” 3" A-19 12"
R-102 MAJOR ARTERIAL (SZE"E/:;?EE’“ 3" A-19 12"
R-103 MAJOR COLLECTOR 1.5"A-12.5 2.5"A-19 10"
R-104 RURAL RESIDENTIAL COLLECTOR 1.5"A-12.5 2.5" A-19 10"
R-105 URBAN RESIDENTIAL COLLECTOR 1.5"A-12.5 2.5"A-19 10"
R-106 INDUSTRIAL COLLECTOR 1.5"A-12.5 2.5" A-19 10"
R-107 URBAN LOCAL 3"R-19 6"
R-108 SUBUREXEADLé\ESTT\?\JEE ::: LOCAL 3"R-19 6
R-109 SUBURBAN DEV. TYPE 'B' LOCAL 3"R-19 6"
R-110 HILLSIDE DEVELOPMENT LOCAL 3"R-19 6"
R-111 FRONTAGE ROAD 3"R-19 6"

NOTES:

1. OPTIONAL SECTION OF 1" RAC OVER 3"

A-19. APPLICABILITY AND RUBBERIZED

ASPHALT SPECFICATIONS DETERMINED BY

THE ENGINEERING MANAGER AND/OR
PUBLIC WORKS DIRECTOR.

2. VALUES LISTED IN TABLE REFLECT THE

MINIMUM TOWN REQUIREMENTS. TOWN
APPROVAL OF PROPOSED STREET
SECTIONS WILL ALSO BE BASED ON A
PROJECTS GEOTECHNICAL REPORT

FINDINGS AND RECOMMENDATIONS WHICH

MAY REQUIRE ADDITIONAL THICKNESS.

March 2014:

Division for additional

Contact TOQC Engineering

information. 480-358-3003

REV. 08/2008

TOWN OF
QUEEN CREEK

ROADWAY CROSS SECTION
PAVEMENT STRUCTURAL SECTIONS

STANDARD DETAIL

DETAIL NO.

R-120



pam.weisshaar
Text Box
March 2014: 
Contact TOQC Engineering Division for additional information. 480-358-3003


—-L—lﬂ—- 3.0' FROM EDGE OF LANE OR CENTERLINE

- D1

NOTES:

1.

3.

D2
| 1150 FROMFIC
— — — — — o b — — T
o - - . == - o - 4.0 o o o o o o o
,,,, r_ __ . ———————@D
I 2 - —————" -
@@ - - o - - * T 1 — — — D3 — — — — o
S =
NO VEGETATION OF ANY KIND, BOULDERS, OR STRUCTURES
ALLOWED IN THIS AREA.
SIGHT DISTANCE VALUES ASSUME GRADES DO NOT GRANITE, GROUND COVER, AND VEGETATION LESS THAN 24"
EXCEED +3%. FOR STEEPER GRADES, ADJUST PER EXHIBIT (MATURE) IN HEIGHT ALLOWED IN THIS AREA.
9-53 OF AASHTO's "A POLICY ON GEOMETRIC DESIGN OF
HIGHWAYS AND STREETS (2004 EDITION)."
SIGHT DISTANCE VALUES ARE CALCULATED USING THE
FOLLOWING ASSUMPTIONS:
2.1 DESIGN VEHICLE IS A SINGLE UNIT TRUCK. POSTED | DESIGN R'G';LMEF\{IC'A?NLY FULL ACCESS | FULLACCESS | LEFTTURN
2.2. CATEGORY 'A' ROADWAYS HAVE ONE LANE TO BE CATEGORY | speep | sPeED STREETOWY | STREETDWY IMEDIAN BREAK
CROSSED. (MPH) | (vpry [ OPPOSITERAISED | = ) (D2)FT (D3)FT
2.2.  CATEGORY 'B' ROADWAYS HAVE TWO LANES TO BE MEDIAN (D1) FT
CROSSED. A 25 30 290 375 420 290
2.2. CATEGORY 'C' ROADWAYS HAVE THREE LANES TO BE B 30 35 335 510 565 410
THE%?C?HSTS g%TANCE TARGET SHALL BE THE CENTER OF B 35 40 389 289 645 469
THE NEAREST APPROACHING LANE. c 40 45 430 705 770 570
C 45 50 480 780 855 635
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! Stopping Sight Distance

TREES, SHRUBS, AND STRUCTURES SHALL NOT BE PLACED WITHIN THE SIGHT
TRIANGLE.

oo | Desion | RIGHT TURNONLY
SPEED | SPEED DRIVEWAY
wrny | qupry | OPPOSITE RAISED
MEDIAN (D1)FT
25 30 200
30 35 250
35 20 305
20 25 360
45 50 425

"""" f - O 120
LANDSCAPING IN THIS AREA SHALL NOT EXCEED 24" IN MATURE HEIGHT. m ﬁ

REV. 08/2008

STOPPING SIGHT DISTANCE
STOP SIGNS, RAILROAD SIGNALS, HOR. CURVE

STANDARD DETAIL

DETAIL NO.

R-126




2 - LANE

CUL-DE-SAC
@

MULTI - LANE

2-LANE INTERSECTION /

JAN

STIMPSONITE OR
APPROVED EQUAL

2-LANE T-INTERSECTION

NOTES

1.  MARKERS FOR FIRE HYDRANTS
SHALL BE STIMPSONITE FIRE-LITE®
BLUE REFLECTIVE HYDRANT
SPOTTER OR APPROVED EQUAL.

2. MARKERS SHALL BE LOCATED
CENTERED IN THE TRAFFIC LANE.

3. MARKERS SHALL BE PLACED ON
HYDRANT SIDE OF STREET ONLY.

4. MARKERS ARE NOT REQUIRED IN
CUL-DE-SACS LESS THAN 150' DEEP.
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6.0'
6.0’
6.0’
6.0’

5.0

MIN |

090

-

CENTER ALL SYMBOLS BETWEEN
INSIDE EDGE(S) OF 6" SOLID WHITE
LINE(S) AND/OR LIP OF GUTTER.

60 __|
TYP

6.0’ J_ f
6.0’

6.0'
6.0’

(RADIUS POINT) /

£ oéo

NOTES:

1. ALL BIKE SYMBOLS SHALL FACE THE
CURB/EDGE OF PAVEMENT.

2.  ALL BIKE SYMBOLS SHALL BE APPLIED
IN PAINT.

3. ALLLINEAR STRIPING SHALL BE 6"
WIDE AND APPLIED IN PAINT.

12.0’
TYP

60

6.0

60 | & Ay ,
L 10.0

6.0
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COVER

FRAME TOP VIEW
2" (MAX.) - BEAD
SPACING

MANHOLE FRAME
& COVER

FOUR STEEL SPACERS, 4" x 2",
THICKNESS AS REQUIRED FROM

1/2" TO 2". WHEN THICKNESS

IS LESS THAN 1/2" USE MORTAR,
WHEN GREATER THAN 1/2", USE BRICK.

BATTER|
CONSTRUCTION JOINTS, SHALL 178"
BE SEPARATED TO A DEPTH OF
1". FINISH DEPTH SHALL BE A
MIN. OF 3/4"

1-1/2"

MATCH EXISTING GRADE 3/4" |
WITH 1/4" TOOLED EDGE >\ A
FOR DIAMOND CUT REPLACEMENT, 1/2"——=—

SAWCUT STRAIGHT EDGE MIN. 12"
FROM COLLAR & POUR 8" OF CLASS BOTTOM VIEW - TOP VIEW BOTTOM VIEW

"AA" CONCRETE AS PER SECT. 725, 505 WT. (CL. 30) - 224 LBS WT. (CL. 30) - 324 LBS
WT. (CL. 35) - 219 LBS WT. (CL. 35) - 207 LBS

30" MANHOLE FRAME AND COVER

TRAFFIC DIRECTION

12

TROWEL AND USE
LIGHT BROOM FINISH

CLASS "AA" INTEGRAL MIX COLORED
BLACK CONCRETE AS PER SECT. 725,

505
2" —=— "
33-1/8" ‘ =
31-7/8" | =— 4
‘ r¢ 1om /EXISTING PAVEMENT - 30" |t 314"
B ——{l=—5/8" . 12"
s . 4 13/16" MACHINE _#~ = oy 2
5 o, BASE COURSE BATTER 1/8" - Hﬂ
— Y s MACHINE _#
T N F ' SUBGRADE to , ~ } A\ ! i
¢} 30" CONCRETE ADJUSTMENT b 2 %gfi
RINGS AT 24" MAX. VERTICAL } R  _BATTER f 5 i
v ADJUSTMENT (COAT CONC. ¥ 178" S 4L Q )
SURFACE TO 100% COVERAGE = = g <o
SUBGRADE PREP W/ SEWER SHIELD 100 OR 0 - 3/4" ——|
AS REQUIRED. APPROVED EQUAL.) 31-1/8" 1-1/2
39-1/8" | 31-1/2"
COMPACTION TO CONFORM TO
CLASS "AA" CONCRETE SECT. 301 OR 601. ! !
AR SECTION OF FRAME Slé(liTCI:%l:l/ EE;B

NOTE:
LETTERING ON MANHOLE COVER TO CONTAIN NAME OF AGENCY AND UTILITY FOR WHICH MANHOLE IS NEEDED, (I.E. "QUEEN CREEK SANITARY SEWER"), OR AS DIRECTED. THE TOTAL WIDTH OF

INDIVIDUAL LETTERS TO BE SUCH THAT LETTERS AND WORDS ARE EQUALLY SPACED AND BALANCED TO FORM A COMPLETE CIRCLE WITH SPACERS BEFORE AND AFTER THE WORD IDENTIFYING THE
AGENCY INVOLVED. LETTERS TO BE 2" IN HEIGHT AND RAISED 1/8" ABOVE LEVEL OF COVER. TYPE OF LETTERS TO BE SUBMITTED FOR APPROVAL. WEIGHT OF CASTINGS SHALL BE NO MORE THAN 2%
LESS THAN THE APPROXIMATE WEIGHT SPECIFIED. CASTINGS SHALL CONFORM TO SECTION 787.

REV. 08/2008
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