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General Notes 
 

 “All improvements shall conform to the latest MAG standards and specifications or the latest 

standards and specification adopted by the Town.” 

 

 “The Town Public Works Director shall be notified 48 hours prior to any construction on the 

project site.” 

 

 “All improvements shall be constructed with the inspection and approval of the Town Public 

Works Department and will require a Town construction permit. Construction will not begin 

until a permit has been issued. If the work is discontinued, it shall not  resume until after notify-

ing the Town Public Works Director.”  

 

 “Utilities  must be installed either in dedicated public right-of-ways or in public utility ease-

ments dedicated by the land owner for such usage and maintenance. The developer/owner is 

responsible for the coordination of the relocation of utilities on site.” 

 

 “All underground utility installation in streets or public access ways shall be constructed prior to 

surfacing such street or public access way.” 

 

 “The developer shall provide for an Arizona Registered Engineer to be present on the site for 

sufficient time to assess compliance with the plans and specifications for each element of con-

struction and no less than once a day when construction is in progress.” 

 

 “The Town Public Works Director shall be notified upon completion of all underground utilities 

within the street right-of-ways and prior to any street preparation work. Interim as-built plans of 

the utilities and all passing test results will be submitted for review. Upon review and approval 

of the supplied information, the developer may proceed with the installation of street improve-

ments.” 

 

 “The developer’s engineer shall request the Town Public Works Director perform inspection of 

the sub grade base prior to placement of the overlaying materials. In addition, the Town Public 

Works Director shall perform periodic inspections throughout the course of construction. These 

inspections or approvals do not signify that the Town has accepted any of the improvements for 

maintenance.” 

 

 “The developer’s engineer shall submit weekly progress reports to the Town Public Works Di-

rector throughout the construction. The weekly progress reports will include the results of all 

tests taken during the week.” 

 

 “Construction materials testing shall be performed at the direction of the Town Public Works 

Director or his representative and at the expense of the owner/developer.” 

 

 “The contractor is responsible for notifying individual utility companies for utility location, or 

for calling Blue Stake to coordinate utility location, at least 48 hours prior to excavation of all 

underground utilities.” 

 

 “The Engineer certifies that he has contacted all applicable utility companies and has shown all 

existing and/or proposed utility lines and pertinent information to these plans, and has plotted 

correctly the existing and proposed utility right-of-way and/or easement lines on the plans.” 



TOWN OF QUEEN CREEK 

DEVELOPMENT & COMMUNITY SERVICES DEPARTMENT 

DEVELOPMENT SERVICES DIVISION 

 

 

 

 SEWER, WATER AND UTILITY NOTES 

 

 

 

  

Refer to Section 1.7 of the Utility Services Department Manual 

  

 

http://www.queencreek.org/home/showdocument?id=15978
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TOWN OF QUEEN CREEK 

DEVELOPMENT & COMMUNITY SERVICES DEPARTMENT 

DEVELOPMENT SERVICES DIVISION 

 

 

PAVING NOTES 

 

1. THE BASE COURSE WILL NOT BE PLACED ON SUBGRADE UNTIL BASE REQUIREMENTS  

         HAVE BEEN COMPLETED AND ACCEPTED BY THE ENGINEERING MANAGER AND/OR HIS  

         REPRESENTATION 

 

2. BLUE REFLECTIVE SPOTTERS SHALL BE INSTALLED ON THE STREET PAVEMENT AT FIRE  

               HYDRANT LOCATION IN ACCORDANCE WITH MAG STANDARDS.  

 

3.        STREET NAME SIGNS WILL BE INSTALLED AT  THE DEVELOPERS’ EXPENSE.  

 

4.  ALL WORK UNDER THE ENCROACHMENT PERMITS SHALL BE DONE IN ACCORDANCE 

 WITH LATEST REVISIONS OF THE MARICOPA ASSOCIATION OF GOVERNMENTS UNIFORM 

 STANDARD SPECIFICATION AND DETAILS (MAG SPECIFICATION AND DETAILS), TOWN 

 OF QUEEN CREEK SUPPLEMENT TO THE MAG SPECIFICATION  AND DETAILS, AND  

 MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES. 

 

5.  A RIGHT-OF-WAY ENCROCHMENT PERMIT ISSUED BY THE TOWN ENGINEERING DIVI

 SION SHALL BE REQUIRED FOR ALL WORK IN THE TOWN OF QUEEN CREEK RIGHT-OF-

 WAYS. 

 

6.  THE PUBLIC WORKS DEPARTMENT (480-358-3003) SHALL BE NOTIFIED 24 HOURS PRIOR 

 TO STARTING THE DIFFERENT PHASES OF CONSTRUCTION FOR SCHEDULING  

 INSPECTIONS. 

 

7.  ACCEPTANCE OF THE COMPLETED RIGHT-OF-WAY IMPROVEMENTS WILL NOT BE GIVEN 

 UNTIL 4 MIL MYLAR REPRODUCIBLE AS-BUILTS AND CD IN PDF FORMAT HAVE BEEN 

 SUBMITTED TO AND APPOVED BY THE TOWN’S ENGINEERING DIVISION.  

 

8.  LOCATION OF ALL WATER VALVES, MANHOLES AND CLEANOUTS MUST BE  

 REFERENCED AT ALL TIMES DURING CONSTRUCTION  AND ACCES MADE AVAILABLE TO 

 THE PRIVATE WATER COMPANYS AND THE TOWN PUBLIC WORKS DEPARTMENT. 

 

9.  NO PAVING CONSTRUCTION SHALL BE STARTED UNTIL ALL UNDERGROUND UTILITIES 

 WITHIN THE ROADWAY PRISM AND ON-SITE ARE COMPLETED.  

 

10.  STAKING SHALL INCLUDE:  

 A. RIGHT-OF-WAY LINES AT 100’ 

 B. PRE-GRADE AND REFERENCE CONTROL –AS NECESSARY 

 C. CULVERT, STORM DRAIN AND DITCH INVERTS AT 50’ INTERVALS AND BREAKS IN 

      GRADE 

 D. BLUETOP SUBGRADE AT CENTERLINE AND UNCURBED EDGE OF PAVEMENT AT 50’ 

      INTERVALS 

 E. BLUETOP ABC AT CENTERLINE, UNCURBED EDGE OF PAVEMENT AND 1/4 POINTS AT 

      50’ INTERVALS.  

 F. STRADDLE POINTS FOR PERMANENT MONUMENTS. PUNCH THE MONUMENT CAP  

      AFTER SETTING.  

 G. STRUCTURE LOCATION AND GRADES. 
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 STAKING CONTINUED:  

 H. CONCRETE  CURB AND GUTTER AT 50’ INTERVALS MAXIMUM. ON HORIZONTAL OR 

      VERTICAL CURVES, AND ON GRADES LESS THAN 05%, STAKE AT 25’ MAXIMUM  

       INTERVALS. STAKE ALL CURB RETURNS AT THE P.C. AND THE 1/4 POINTS OF RETURN.  

 

11. GUTTERS SHALL BE WATER TESTED IN THE PRESENCE OF THE PUBLIC WORKS  

 DEPARTMENT TO INSURE PROPER DRAINAGE PRIOR TO THE FINAL APPROVAL BY THE 

 TOWN ENGINEERING DIVISION AND PUBLIC WORKS DEPARTMENT.  

 

12. EXACT POINT OF MATCHING, TERMINATION AND OVERLAY, IF NECESSARY, MAY BE  

 DETERMINED IN THE FIELD BY THE TOWN ENGINEERING DIVISION  AND/OR THE PUBLIC 

 WORKS DEPARTMENT. 

 

13. NO JOB WILL BE CONSIDERED COMPLETE UNTIL ALL CURBS, PAVEMENT AND SIDE

 WALKS HAVE BEEN SWEPT CLEAN OF ALL DIRT AND DEBRIS AND ALL SURVEY  

 MONUMENTS ARE INSTALLED ACCORDING TO THE PLANS.  

 

14. THE TOWN WILL NOT PARTICIPATE IN THE COST OF CONSTRUCTION  OR UTILITY  

 RELOCATION UNLESS OTHERWISE SPECIFIED ON THESE PLANS.  

 

15. THE CONTRACTOR SHALL UNCOVER ALL EXISTING LINES BEING TIED INTO TO VERIFY 

 THEIR LOCATIONS. THE CONTRACTOR SHALL LOCATE OR HAVE LOCATED ALL  

 EXISTING UNDERGROUND PIPELINES, TELEPHONE AND ELECTRICAL CONDUITS, AND 

 STRUCTURES IN ADVANCE  OF CONTRUCTION AND WILL OBSERVE  ALL POSSIBLE PRE

 CAUTIONS TO AVOID  DAMAGE TO SAME. CALL BLUE STAKE AT 1-800-STAKE-IT. 

 

16. FACILITIES WHICH ARE NOT SPECIFICALLY LOCATED WITH ACTUAL VERTICAL AND 

 HORIZONTAL CONTROLS, ARE LOCATED ONLY APPROXIMATELY AND TO THE BEST 

 AVAILABLE KNOWLEDGE.  

 

17. CONSTRUCTION LIMITS– ADEQUATELY STAKE, FENCE, AND SIGN THE CONSTRUCTION  

 LIMITS. THE CONSTRUCTION LIMITS SHALL REMAIN MARKED THROUGHOUT THE  

 CONSTRUCTION PERIOD.  

 

18. EARTHWORK SHALL BE PERFORMED ACCORDING TO THE GEOTECHNICAL REPORT 

 DONE BY ________ DATED __________________. ALL COMPACTION UNDER PAVEMENT  

 AREAS SHALL BE PREFORMED ACCORDING TO MAG SPECIFICATIONS AND/OR THE SOILS 

 REPORT RECOMMANDATIONS. 

 

19. PRIOR TO CONSTRUCTION:  

 A TRAFFIC CONTROL PLAN FOR WORK WITHIN THE PUBLIC RIGHT-OF-WAY SHALL BE       

     PROVIDED  TO THE TOWN PUBLIC WORKS DEPARTMENT FOR REVIEW AND APPROVAL.  

 PAD COMPACTION CERTIFICATION SHALL BE SUBMITTED TO THE PUBLIC WORKS  

      DESIGNATED INSPECTOR PRIOR TO ANY BUILDING CONSTRUCTION.  

 SCHEDULE ALL PRECONSTRUCTION MEETINGS THROUGH THE TOWN PUBLIC WORKS 

      DESIGNATED INSPECTOR.  

 

20. AN APPROVED (SIGNED-OFF) GRADING, DRAINAGE AND PAVING PLAN SHALL BE ON THE 

 JOB SITE AT ALL TIMES. DEVIATIONS FROM THE PLANS MUST BE PRECEDED BY AN  

 APPROVED PLAN REVISION, OR SUBJECT TO “WORK STOP ORDER” BY THE TOWN PUBLIC 

 WORKS DEPARTMENT INSPECTOR TO REMOVE ANY WORK THAT DOES NOT REFLECT 

 THE APPROVED IMPROVEMENT PLANS.  
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PLANNING AND DVELOPMENT DEPARTMENT 

DEVELOPMENT SERVICE DIVISION 

 

 

GRADING & DRAINAGE NOTES 

 

 

1. A GRADING PERMIT SHALL BE REQUIRED.  

 

2. CONTRACTOR SHALL PROVIDE GRADING FOR POSITIVE DRAINAGE IN  

 ALL RETENTION BASINS AT ELEVATIONS AS SHOWN ON THE PLANS.  

 BOTTOM OF BASIN SHALL BE GRADED TO DRAIN TOWARD DRYWELLS 

 (WHEN USED). MAXIMUM SIDE SLOPES SHALL BE 6:1 

 DRYWELLS INLET GRATE SHALL BE AT FINISH GRADE AT BOTTOM OF THE  

 RETENTION BASIN.  

 DRILLING LOGS FOR DRYWELLS WILL BE FURNISHED TO THE TOWN 

 INSPECTOR PRIOR TO FINAL ACCEPTANCE.  

 A PERCOLATION TEST WILL BE REQUIRED OF COMPLETED DRYWELLS 

 PRIOR TO ACCEPTANCE. SHOULD EXISTING SOIL CONDITIONS BE  

 ENCOUNTERED WHICH LACK SUFFICEIENT PERCOLATION RATES,  

 ADDITIONAL DRYWELLS OR AN ATLERNATIVE METHOD OF STORM WATER 

 RUN-OFF DISPOSAL WILL BE REQUIRED.  

 DRYWELL CONSTRUCTION SHALL BE DONE ONLY BY CONTRACTORS 

 LICENSED BY THE ARIZONA DEPARTMENT OF ENVIRONMENTAL  

 QUALITY.  

 ALL DRYWELLS ARE REQUIRED TO BE REGISTERED WITH THE ARIZONA DEPARTMENT 

 OF ENVIRONMENTAL QUALITY. 

       THE APPROVED DRYWELL REGISTRATION SHALL BE SUMITTED TO THE  

 TOWN BY THE DEVELOPER OR HIS ENGINEER AT THE TIME AS-BUILTS 

 ARE SUBMITTED. 

       A PRIVATE MAINTENANCE PLAN SHALL BE PREPARED THAT PROVIDES FOR ROUTINE   

 INSPECTION AND MAINTENANCE TO THE APPROVAL OF THE TOWN ENGINEERING  

 MANAGER. 

  

3. CERTIFICATION OF FINISH FLOORS OR BUILDING PADS IS THE RESPONSIBILITY  OF THE DE-

VELOPER/BUILDER, ENGINEERS, OR OWNER AND SHALL BE SUBMITTED PRIOR TO PLACING 

CONCRETE FLOORS.  

 

4. AN APPROVED GRADING AND DRAINAGE PLAN SHALL BE ON THE JOB SITE AT ALL TIMES. 

DEVIATIONS FROM THE PLAN MUST BE PRECEDED BY A TOWN OF QUEEN CREEK APPROVED 

PLAN REVISION. 

 

5. ALL DRAINAGE PROTECTIVE DEVICES SUCH AS SWALES, PIPES, OR OTHER MEASURES DE-

SIGNED TO PROTECT BUILDINGS OR PROPERTY FROM STORM RUNOFF MUST BE COMPLETED 

PRIOR TO ANY STRUCTURE BEING BUILT.  
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GRADING & DRAINAGE NOTES 

 

6. PREPARATION OF GROUND: THE AREA OVER WHICH FILLS ARE TO BE MADE SHALL BE 

CLEARED OF ALL TRASH, TREES, STUMPS, DEBRIS OR OTHER MATERIAL NOT SUITABLE AS A 

FOUNDATION FOR FILL.  

 

7. LOCATION OF ALL UTILITIES SHOWN ON THIS PLAN ARE BASED ON INFORMATION SUPPLIED 

TO THE ENGINEER BY THE APPROPRIATE UTILITY COMPANIES, NO GUARANTEE ON LOCA-

TIONS OR ACCURACY IS IMPLIED OR GIVEN. IT IS THE RESPONSIBILITY OF THE CONTRAC-

TOR TO CONTACT BLUE STAKE (602)263-1100 AND ANY OTHER INVOLVED AGENCIES TO LO-

CATE ALL UTILITIES  PRIOR TO CONSTRUCTION. 

 

8. DISTURBED AREAS SHALL BE (RE)VEGETATED WITH TOWN APPROVED DESERT PLANTS OR 

DROUGHT RESISTANT PLANS. EXISTING VEGETION SHALL BE RELOCATED IF DISTURBED BY 

CONSTRUCTION. 

 

9. SWALES SHALL BE LINED WITH 6” MINIMUM DIAMETER ROCK SIZE AND THE DEPTH SHALL 

MATCH THE APPROVED SWALE DETAIL. 

 

10. CONTRACTOR/BUILDER SHALL NOTIFY THE ENGINEER OF ANY VARIANCES BETWEEN 

THESE PLANS NOTIFY THE ENGINEER OF ANY VARIANCES BETWEEN THESE PLANS AND ON-

SITE CONDITIONS. 

 

11.  ALL DRAINAGE SWALES SHALL BE FREE OF TRASH, DELETROUS MATERIAL, SILT, VEGA-

TION, AND DEBRIS.  MAINTAINENCE SHALL BE BY THE HOMEOWNERS ASSOCIATION.  

 

12. DROPS IN GRADE OF 30” OR MORE IN OR ADJACENT TO TRAILS, SIDEWALKS ETC.  SHALL BE 

PROTECTED BY SAFETY RAIL THAT IS OSHA COMPLIANT. 

 

13. CONTRACTOR SHALL VERIFY PROPERTY LINE LOCATIONS PRIOR TO PROCEEDING WITH 

WORK. 

 

14. FINISHED GRADE SHALL SLOPE AWAY FROM RESIDENCE AT 5% FOR A MINIMUM DISTANCE 

OF 5’ TO AN APPROVED WATER DISPOSAL AREA. 

 

15.   ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH CURRENT MAG SPECIFICATIONS 

AND/OR TOWN OF QUEEN CREEK STANDARD DETAILS . 

 

16. CONTRACTORS SHALL OBTAIN ALL REQUIRED PERMITS PRIOR TO STARTING CONSTRUC-

TION. 

 

17. CONTRACTOR SHALL UNCOVER ALL UTILITIES BEING TIED INTO TO VERIFY THEIR LOCA-

TION PRIOR TO STARTING NEW LINES. 

 

18. CONTRACTOR SHALL ADHERE TO THE REQUIREMENTS OF THE APPROVED PROJECT SOIL 

INVESTIGATION REPORT. 
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SWPPP Notes 

 

1. A copy of the approved Grading and Drainage plan for this project, together with 

a copy of the Notice of Intent (NOI) and the Storm Water Pollution Prevention 

Plan (SWPPP) shall be maintained on the site and available for review.  Those 

elements of the grading and drainage plan pertinent to or referenced on the 

SWPPP shall be considered part of the SWPPP. 

 

2. The Contractor shall notify the Town of Queen Creek Public Works Department 

at least 24 hours in advance of any inspections. 

 

3. The operator shall obtain a dust control permit from the County and perform 

measures as required by the permit to prevent excess dust. 

 

4. The operator shall perform, at a minimum, a visual inspection of the construction 

site once every month and within 24 hours of rainfall greater than or equal to one 

half inch or more.  The operator shall prepare a report documenting his/her 

findings on the conditions of the SWPPP controls and note any erosion problem 

areas.  The operators report is to be submitted to the Public Works Department for 

review and approval.  Facilities shall be maintained as necessary to ensure there 

continued functioning.  In addition, all temporary siltation controls shall be 

maintained in a satisfactory condition until such time that clearing and/or 

construction is completed, and the potential for erosion has passed. 

 

5. The operator shall amend this plan as necessary during the coarse or construction 

to resolve any problem areas that become evident during the construction and/or 

during rainfalls. 

 

6. The permittee shall file a Notice of Termination (NOT) after completion of 

construction and placement of final landscape materials.  The NOT is to be 

submitted to the Public Works Department to final the SWPPP permit. 

 

7. The permittee shall save all records, including the NOI, SWPPP, NOT, and the 

inspection reports, on file for a minimum of three years from the date of filing the 

NOT. 

 

8. The implementation of these plans and the construction, maintenance, 

replacement, and upgrading of these facilities is the responsibility of the 

permittee/contractor until all construction is approved and the NOT is submitted 

to the Public Works Department. 

 

9. The facilities shown on this plan must be constructed in conjunction with all 

clearing and grading activities in such a manner as to insure that sediment-laden 

water does not enter the drainage system or violate applicable water standards, 

and must be installed and in operation prior to any grading or land clearing.  

Wherever possible, maintain natural vegetation for silt control. 
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10. The Contractor’s NOI must be received prior to the SWPPP permit being issued.  

The Contractor that will be pulling the G&D permit must have the SWPPP permit 

in their name.   

 



 TOWN OF QUEEN CREEK    
 Development Services Department 
 Traffic Engineering Program 
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TRAFFIC SIGNING AND PAVEMENT 
MARKINGS GENERAL NOTES 

 

 
Signing Plan General Notes 
 

1. The Town Traffic Engineer shall be notified at 480-358-3132 at least five business days 
prior to beginning any signing work associated with these plans. 

2. The Town Traffic Engineer may require the Contractor to adjust signing locations, off-
sets and types of signs at the time of installation. 

3. All signing materials and installation shall conform to Town requirements, the Arizona 
Department of Transportation Standard Drawings and Specifications, the Manual on 
Uniform Traffic Control Devices (latest ADOT approved edition) and direction from the 
Town Traffic Engineer at time of installation. 

4. The Contractor shall coordinate with the Town Traffic Engineering Division prior to 
ordering any materials to obtain the latest signing requirements and specifications. 

5. The Contractor shall notify the Traffic Engineering Division at 480-358-3132 upon 
completion of all signing work to schedule a final inspection.  The Contractor shall 
supply all required warranty documents to the Town Traffic Engineering Division prior to 
final job acceptance. 

6. All existing signs temporarily removed by the contractor shall be salvaged for 
reinstallation by the Contractor.  All signs permanently removed by the Contractor shall 
be salvaged and returned to the Town.  The Contractor shall be solely responsible for 
maintaining each sign that is removed, ensuring that the signs integrity is maintained.  In 
the event the sign is damaged, the Contractor shall be responsible for its replacement. 

7. All signs and sign posts shall be installed per ADOT Standard Drawing S-3. 
8. Final acceptance of all signing shall be provided by the Traffic Engineering Division. 

 
Requirements for Sign Design 
 

1. All signs shall be faced on new .080 aluminium blanks. 
2. Sheeting shall be ASTM Type XI for all permanent Regulatory, Warning, Guide, 

Information, and Object Marker Signs (including sign legends and borders). 
3. All Warning signs (yellow series) shall be manufactured with ASTM Type XI 3M 

Fluorescent Yellow 4081 diamond grade reflective sheeting or approved equal. 
4. All School signs shall be manufactured with ASTM Type XI 3M Fluorescent Yellow Green 

4083 diamond grade reflective sheeting or approved equal. 
5. Sheeting shall be manufactured by 3M Corporation or an approved equal with equal or 

greater warranty periods.  All signs shall be manufactured using matching components 
approved by the sheeting manufacturer. 

 
Street Name Signs 
 
1. All reflective sheeting materials shall be pressure sensitive ASTM Type XI 3M white 4090 

diamond grade reflective sheeting or approved equal. 
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2. All transparent acrylic, pressure sensitive film shall be 3M Series 1177 Green Electro Cut 
Film (or 3M Series 1175 Blue Electro Cut film) or approved equal. 

3. Signs shall be manufactured by applying white sheeting to the entire aluminum blank, 
then a green (or blue as required) translucent pressure sensitive film containing the cut 
out street name.  This method results in a white legend on a green (or blue) background. 

4. Lettering shall be Clearview 2-W font (upper/lower case). 
5. 8” letter heights shall be used for all intersections along an arterial street with 45 mph 

or higher – these signs shall use a 16” high blade and shall not exceed 42” in width 
without prior approval from the Town Traffic Engineer. 

6. 6” letter heights shall be used for all intersections along an arterial or collector street 
with 30 mph to 40 mph – these signs shall use a 12” high blade and shall not exceed 42” 
in width without prior approval from the Town Traffic Engineer. 

7. 4” letter heights shall be used for all intersections along residential streets with 25 mph 
or less – these signs shall use an 8” high blade and shall not exceed 42” in width without 
prior approval from the Town Traffic Engineer. 

 
Street Name Signs – No Outlet/Dead End 

 
1. All reflective sheeting materials shall be pressure sensitive ASTM Type XI Series 4090 

white and Series 4091 yellow diamond grade reflective sheeting or approved equal. 
2. All acrylic, pressure sensitive film shall be 3M Series 1177 Green Electro Cut Film (or 3M 

Series 1175 Blue Electro Cut Film) and 3M 1178 Black EC film or approved equal. 
3. These signs are constructed by applying white sheeting to the upper half of the sign 

blank and yellow sheeting to the lower half of the sign blank.  On top of the white 
sheeting, a green (or blue) translucent pressure sensitive film containing the cut out 
street name is applied.  On top of the yellow sheeting, the black “DEAD END” or “NO 
OUTLET” and black arrow are applied. 

4. Lettering for the street name shall be Clearview 2-W font (upper/lower case) either 4”, 
6”, or 8” lettering height depending upon the location. 

5. Lettering for the “DEAD END” or “NO OUTLET” shall be Highway Gothic Series C font. 
6. Sign heights shall be 16” or 24” and shall not exceed 42” in width without prior approval 

from the Town Traffic Engineer. 
 
NOTE:  The Contractor may be required to submit signing proofs to the Town Traffic Engineer 
for approval prior to manufacturing. 
 

Warranty Documents 
The manufacturer of the signing shall provide warranty documents covering materials and 
manufacturing defects up to 10 years.  These documents shall be addressed to the Town of 
Queen Creek and shall provide the name of the sheeting manufacturer, type of sheeting 
(brand and type), type of overlay film (brand, type), name and contact information of the 
company responsible party manufacturing the signs that shall be responsible for any 
warranty claims. 
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Pavement Marking Plan General Notes 
 

1. The Contractor shall coordinate with the Town Traffic Engineering Division at 480-358-
3132 for an inspection prior to the application of any paint. 

2. After meeting with the Town Traffic Engineer, the Contractor shall spot mark the entire 
project and have the layout approved by the Town Traffic Engineer prior to the 
application of any paint.  Once all pavement markings have been installed, the 
Contractor shall notify the Town Traffic Engineer for a final inspection.  At completion of 
the final inspection, the Contractor shall supply all required warranty documents to the 
Town Traffic Engineer prior to final job acceptance. 

3. The Town Traffic Engineer may require the Contractor to adjust pavement marking 
locations, off-sets and types of markings prior to installation. 

4. Any pavement markings applied prior to inspection and approval by the Town Traffic 
Engineering Division shall be obliterated, sealed and restriped at the Contractor's 
expense. 

5. All conflicting pavement markings shall be obliterated by means of water blasting to be 
completed by the Contractor. 

6. A sealant approved by the Town shall be applied by the Contractor to all areas of 
pavement marking obliteration. 

7. All pavement marking materials and installation shall conform to Town requirements, 
the Arizona Department of Transportation Standard Drawings and Specifications, the 
Manual on Uniform Traffic Control Devices (latest ADOT approved edition), and 
direction from the Town Traffic Engineer at time of installation. 

8. Pavement markings shall require two (2) separate applications.  The initial application 
shall be entirely in paint to include all lane lines, holding bars, cross walks, and stop 
bars.  All legends shall be applied with an approved tape product at this time.  Raised 
Pavement Markers (RPM's) shall be installed with the initial paint installation.  The 
Contractor shall return 30-45 days following the initial paint installation and restripe the 
entire project in thermoplastic or as directed by the Town Traffic Engineer. 

9. All permanent pavement marking materials on major arterials shall be extruded 
thermoplastic. All other roadways shall require spray thermoplastic for permanent 
pavement markings, unless otherwise specified by the Town Traffic Engineer. 

10. All pavement marking symbols and legends shall be 3M Series 380 tape or approved 
equivalent. The Town Traffic Engineer has the right to modify the pavement marking 
material to 3M Series 270 tape or an approved equivalent. 

11. All Raised Pavement Markers shall be installed with Crafco Pavement Reflector 
Adhesive, or an approved equivalent. 

12. All median ends shall be painted per Maricopa County Department of Transportation 
Standard Details 4-15 and 4-16. 
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Notes:   
 

1. The Town reserves the right to modify this list, to reject items included on the list, or to 
accept items not included on the list, at any time, without prior notice, if determined 
necessary in the best interests of the Town. 

2. Products not covered by this list shall be submitted to the Town Traffic Engineering 
Division for review and approval prior to ordering. 

3. Brand names listed may be registered trademarks of their respective manufacturers. 




